
ILT-WR TWIN FOLD
3500 lbs. Capacity

–OPTIMIZED–
FLEXIBILITY
DURABILITY

PROFITABILITY

ILT-WR 35 Heavy Duty 3500 lbs. Twin Cylinder liftgate 
designed for Walk Ramp dual purpose application

Heavy duty construction with slide in power pack and standard 
three piece rear impactguard.  Improved triple torsion springs 
together with 3D CAD optimized construction provides a user 
friendly folding lift with a large 62“ x 86“ aluminum platform 
at a low weight

Heavy Duty Construction	
•	 Bushings and zerks at all pivot points	
•	 High quality components
•	 Heat treated pins
•	 3 piece rear impact guard
•	 Thermo protected PowerPack pre-installed, wired and                                                                                                          

filled with premium mulit-temp hydraulic fluid
•	 150 AMP circuit breaker
•	 Flush mounted hinges for pallet and cart friendly operation
•	 Wide lift arm provides added stability

BUILT IN STANDARD/ SAFETY FEATURES
•	 Level ride platform with heavy duty ground rollers
•	 Easy operation
          - Clampable, adjustable roller for folding assist
          - Ease of operation provided by torsion springs and                  	
	 standard platform tip assist
          - Marine grade molded toggle switch operation
•	 2 cylinder stability
•	 Cab shut off switch
•	 Hydraulic cylinder locks on cylinder ports
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Applications shown in the leaflet do not always correspond to the standard specifications. Design and specification are subject to change without prior notice.

www.palfinger-northamerica.com

The MBB PALFINGER ILT series incorporates the well protected, pre-mounted power pack and heavy duty mount from 
from our larger series of gates with the simplicity of a two cylinder mechanical leveling operation.

Model Lifting Capacity 
(lbs) 

Platform Length 
(inches)

Platform Width 
(inches)

Bed Height 
(inches)

Approx.Weight
(lbs)

Mount Clearance
(inches)

ILT-WR 35 3500 62 86 50“ - 55“ 1080 34“ -  37“

MBB PALFINGER liftgates are built with oversized components for great reliability.  Our standard hydraulic cylinder locks 
provide added stability, better user control, and improved operator safety

The platform rotates on a clamped adjustable roller for fast installations to adapt for easier operation on different bed 
heights.

The thermo protected PowerPack is fully enclosed in the 
mount tube for fast installations and slides out for easy in-
spection.  By using oversized and thermo protected quality 
components we minimize maintenance and downtime.

Built to Deliver - Every Time

LIFTGATE OPTIONS:	
¤¤ Hand held remote
¤¤ Auxilary truck and trailer kits
¤¤ Dock bumpers
¤¤ Rubber pads

¤¤ Cart stops
¤¤ Extra heavy duty trailer dock bumpers
¤¤ DOT rear impact guard

The molded toggle switch with standard cab shut-off 
switch provides a simple and user friendly operation.

Mount Clearance Min  = 34"  Minimum Bed Height  = 49" Laden
Mount Clearance Max = 37"  Maximum Bed Height = 55" Un-Laden

5.50°

F Min  = 26"  
F Max = 28"

Mount Clearance Min  = 34"  Minimum Bed Height  = 49" Laden
Mount Clearance Max = 37"  Maximum Bed Height = 55" Un-Laden

5.50°

F Min  = 26"  
F Max = 28"

Mount Clearance Min = 34“ Minimum Bed Height = 50“ Laden
Mount Clearance Min = 37“ Maximum Bed Height = 55“ Un-Laden

Interlift Inc. dba MBB Palfinger
15939 Piuma Avenue
Cerritos, CA,90703
Tel:  1-562-924-8218                               
Toll Free: 1-888-774-5844    
Fax:  1-562-924-8318
www.interlift.net                     


