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SUBFRAME - 3" I-beam Crossmembers 12" Centers 3"
Structural Longrail, Mylar Tape Is Applied Between All
Steel Subframe Components And Extruded Aluminum
Lower Bottom Rails To Prevent Corrosion

FLOOR - Aluminum Extruded Hat-smooth With 6" Scuff 1

THRESHOLD - Stainless Flush To Rear With Thermobreak
And Composite Buildup

REAR DOOR - Whiting Tempguard

Rear Frame - Stainless Steel, Including Built-in Header
Design, Clearance Light Protector And Rain Deflector -
Curbside And Roadside Grab Handles

ROOF - .032” One Piece Aluminum Sheet With Anti-snag
Roof Bows On 24" Centers, With Crowed Rood Design,
Which Helps Prevent Water/ice Pooling

SKINS - Morganplate — Provides Ultimate Protection
Against Damage and Moisture

SIDE WALL - Extruded Aluminum Top And Bottom Rails
With 1 3/8 In. Deep Extruded Aluminum Z-shaped
Vertical Posts Installed On 16 In. Centers

SCUFF - 3" With Hat Floor

INSULATION - Urethane Foam-
Front 4” / Side 3" / Ceiling 3" / Floor 4” / Rear 3"

INTERIOR LINER - USDA Approved Seamless Glassboard
FRONT END - Aerodynamic Design, With Patented
Poly-tuff Corner Caps, Plastic Refrigerated Dormer

And Folding Steps And Grab Handle Mounted On

Front Radius

BUMPER - 5" Structural Bumper With Pooched Surface
And Closure Plate

INTERIOR LIGHTING - {1)dome With Switch In Cab
Without Loom

EXTERIOR LIGHTING - Led Sealed Clearance Lights,
Per Fmvss-108

MOUNTING - Full Mount-u Bolf






